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A. INSTALL NEMA SIZE “S” BASE MOUNTED CABINET AND CONTROLLER ON FOUNDATION UN
WITH ALL NECESSARY EQUIPMENT (NOTE: 2-2 IN. AND 2-4 IN. 90 DEGREE PVC BENDS). EgH%ig%NhEIgRéygchéhémEggNFLICTS ARISE THE CONTRACTOR SHALL
LED TRAFFIC SIGNAL HEADS. VIDEO DETECTION CAMERA, 20 FT. LIGHTING ARM SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY
WITH 250 WATT HPS LUMINAIRE, AND SIGNS. (NOTE: 1-3 IN. 90 DEGREE PVC BEND) 26 HAND. TOD NO: XX647-12
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G. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED) FOR 4 LOCATIONCS) PRIOR 10 INSTALLATION: IN ACCORDANCE WITH MDSHA
PROPOSED POWER SOURCE. CAP. MARK., AND LEAVE A 1 FT. STUB WITH PULL STRING T ALL PAVEMENT MARKINGS SHALL BE INSTALLED NC STATE OF MARYLAND
AT BASE OF UTILITY POLE FOR USE BY OTHERS. 8. ALL PROPDSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL. DEPARTMENT OF TRANSPORTATION
H. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED}. 9. THE CONTRACTOR SHALL LEAVE 10 FEET OF SLACK FOR ALL SIGNAL CABLES STATE HIGHWAY ADMINISTRATION
J. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). %E%E%Eéﬁ?ﬁgﬁ FOR ANY NECESSARY SIGNAL HEAD RELOCATION DUE TO OFFICE OF THAFFIC & SAFETY
K. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). . TRAFFIC ENGINEERING DESIGN DIMSION
9_ L. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BOSEB;' 10.gég%ﬁEgéMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA
M. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED). - _ E LONG MD 231 (HALLOWING POINT ROAD) AT
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MONTHS AFTER INSTALLATION. D INSTALL 24 INCH WHITE PREFORMED @ PRESENCE AND SET BACK DETECTION. PRINCE FREDERICK, MARYLAND
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